REQUEST FOR QUOTATION

RFQ-10-66 CITY OF WINTER HAVEN
" An Equal Opportunity Employer”

Please return quote to: For additional information and clarification contact:
City of Winter Haven * Department Name: Community Services
Procurement Service Division Public Services Div.
P.O. Box 2277 *Contact Person: Terrence Nealy
Winter Haven, Fi 33883-2277 Rick Cardona

*Telephone #: 863-291-5756
DATE ISSUED: 8/26/2010

Please quote on the following items:
Specifications: See Attached Vinyl Fence Specifications

Bid Notes: The quantities in this bid are based on an estimated 388 +/- linear feet of fencing. The pricing for the 6-foot
high Vinyl fencing shall include all fencing, labor, associated hardware, and concrete. The pricing for the end post shall
include each post, caps, labor, all hardware, and concrete. The pricing for the corner/pull post shall include each post,
caps, labor, all hardware, and concrete. The optional items are not to be included in the bid total, however a price for
each item is requested. Please see the attached fence plan for a general layout.

Bidding Firms shall be firms regularly engaged in fence contracting for a period not less than three years, possessing all
necessary labor resources and equipment. Bidder shall have completed not less than three projects of similar size and
scope. The successful bidder(s) must furnish proof of workers comp insurance as well as general liability and
automobile coverage of at least $500,000.00, with the City of Winter Haven named as addifional insured within 48
hours after award, Contractor is responsible for any applicable utility locates for the project and required to secure the
worksite to provide a safe work environment. Responsibility falls upon the Contractor for any damages to the property
and/or surrounding perimeters outside the scope of services agreed upon. Work exceeding the proposed estimates
require prior approval from the Public Services Division Director or Superintendent.

ltem* Quantity* |Description* Recycling Center Fencing Unit Cost Total Cost
Location: Orange Dome West Side Parking Lot
150 Cypress Gardens Blvd. Winter Haven, Fl
388 +/-|6-Foot High Vinyl Fencing (White) $ $
4+/-Viny! End Posts (White) $
4 +/-|Vinyl Corner Posts (White) $ $
Bid Total $
Option 1: Almond Color fencing $ 3
Option 2: Two tone fencing - White/Almond 3 3

**Note: The optional items are not to be inciuded in the bid total, however a price for each item is requested.
* To be filled out by dept.

. .
Prices must be valid for 90 days. w Ao / Y
Procurement Services Division Director: /i{;i%/{'/ / { Lot /f-’iw/}

pd / s
DELIVERY WANTED: Construction te’begin within 5 Days ARO

We offer to sell you as above F.O.B., Winter Haven, Florida. Delivery can be made in days
from receipt of order.

Date: Return this quotation NOT LATER THAN 2:00 P.M., September 9, 2010
TO: Procurement Services Division, address above or FAX TO 863-291-5666

SIGNATURE:

*COMPANY NAME:

ADDRESS:

CITY/STATE

PHONE:

FAX:

W-9 MUST BE ATTACHED TO THE RFQ WHEN RETURNED BY THE RESPONDING VENDOR.
*PAYMENT WILL BE RENDERED TO THE NAME AND ID APPEARING ON THE W-9.




Vinyl Fence Specifications

General

Contractor shall meet or exceed all specifications.

Work Included

a. Fence sections including pickets, rails, posts and caps
b. Gates and related hardware
c. Excavation and anchorage for posts using wet concrete mix ((min. 2,000 psi)

Material

a. The fence is constructed with materials made of rigid Poly Vinyl Chloride (PVC)
formulated to resist impact and for Ultra Violet (UV) stabilization
b. The extruded product meets or exceeds ASTM DI 784

Quality Assurance

Cell classification — ASTM D1784 — 14344B

Tensile Strength — 6,500 psi — ASTM D638

Izod impact (ft. Ibs/in notch) 23'C — 5.0 O’'C - 2.0 - ASTM D256
Tensile modulus 425,000 psi— ASTM D638

Deflection Temperature 67 ° C — ASTM D648

Thermal expansion 3 x 10.5in/in F

"0 Q0T

Components

a. Rails, Pickets, Posts
1. Are cut to specific lengths as required for style specified
2. Rails are routed to receive pickets
3. Posts are routed to receive rails at correct heights

b. Stiffener Channel
1. Bottom rails for residential and commercial applications contain steel
reinforcing for additional strength.

c. Post Caps
1. Caps are PVC molded
2. External and internal caps fit flat and are available for standard wall 5" x 5”
posts and 4” x 4” posts.

d. Gates
1. Constructed from rigid PVC with reinforcement
2. Gates are designed to match fence section. All hardware and bracing is
included.

Submittals

a. Manufacturer’s technical literature with fence and gate installation instructions
b. Shop drawings showing fence design
c. Material samples if requested

Warranty

Manufacturers Warranty. 30 year non-prorated warranty applies to materials and
application.
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